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;cn. This is 8 RED Stamp 
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Number 
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Page - 
5 of 
21 

6 of 
21 

Step or 
Paragraph 
3rd PrngraP 

Table 
GW.5-1 

Changes 
(Use DCN Continuation Sheet for Additional Space) 

Following the third sentence, add the sentence, "Internal calibration standards for dissolved 
oxygen (photometric) and niuate/nitrite will be used for inslrument calibration unless 
otherwise specified in a work plan." 

Minimum Acceptance 
Pzim€mI Frequency Procedure Criteria 

Specitic Conductance Daily Calibrate Standard valve f 
2.5% - 

Turbidity Each Zero instrument o m s  

Baselineb Each new lot Check standard solution/ f 6 FRJs 
of calibration prepare calibration curve (estimated) 
reagent based on standard solution 

Serial dilutions if check is > 
acceptance criteria 

- 
n (Reason for change - Provide numbers to reference corresponding items above) 

. Clarify standard field practice. 

:. Mainrain consistency with the sitewide QApjP, manufacturer's instructions. and SOP GW.5 section 5.4 discussion. For turbidity 
taseline, the manufacturer indicates that the accuracy criteria o f f  2 FTUs cannot be met, and no appropriate accuracy criteria exists 
Dr the specmphotometric method. An estimated f 6 FTUs criteria was calculated from manufacturer data for 400 FTUs. 
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Item 

Number 
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Page - 
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Step or 
Paragraph 

Section 
5.7.1 

~- 

Changes 
(Use DCN Continuation Sheet for Additional Space) 

After the last bullet add, "If the instrument reading deviates more than f 6 EfzTs from the 400 
FTU standard solution, the instrument must be calibrated using a user-supplied calibration 
curve, generated from a serial dilution of stock solutions, rather than the internally stored 
program." 

I stification (Reason for change - Provide numbers to reference corresponding items above) 

meliable accuracy criteria do not exist for this method, according to the manufacturer. Given this situation, the only 
dmmarive is to manually enter custom calibration data derived from serial dilutions of the standard stock solution. The f 6 FTU 
:riteria was calculated from manufacturer-supplied data for 400 FTUs. 
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